LR

» USABLE FOR ALL CONDUCTIVE LIQUID
» AUTOMATIC RESETTING

LRM..CI/ BN/ il G i

QL P
» FROM 2.5K TO 50K SENSITIVITY SETTING
» GALVANIC INSULATION SUPPLY AND PROBES P C0 00 ]
» OUTPUT RELAY 1 POLE CHANGEOVER CONTACT mT PR
> SIZE 2 MODULES - 35mm EM |
LAMFII1
» DIN RAIL MOUNTING EN50.022 CILAMBIA
» SELF-EXTINGUISHED MATERIAL UL94 VO ]
mm
B TYPICAL APPLICATION: CONTROL AND MAINTENANCE OF MAX AND/OR MIN ROH
LEVEL OF CONDUCTIVE LIQUIDS - TAP WATER, SEAWATER, SEWAGE, COFFEE, ETC... 030 “""““"
EU Directives - CE Marking: ELYL )
>2014,/30/UE - EMC —u_ c €
>2014,/35/UE - LVD
TECHNICAL DATA FUNCTIONS with 3 probe
INPUT uniT  LRMCIIA LRMEIA| LRMFII| LRMGIIA - T
Supply voltage AC +10% Ve 24 115 230 400 8 5% isggi isigi
Nominal Frequency Hz 50-60 (range: 47 - 63) - _'_ . ! ' I !
Power consumption (max. AC) VA 2.5 2.4 2.9 35 ! :: :
Supply indication (U ) - Green LED | @ﬁ: gES!
OUTPUT RELAY WEg T3E]
Rating - BA-250V~/24V= Y
Max switching power VA 2000 :ﬂﬂﬂﬁ: :ﬂm:]ﬂ:
Max switching voltage Voo 400 : HE :
Min switching load 10mA 12V== : ! !7 A! .V AI
Contact life Mech. 30x 10° ops o ; " : :ﬂﬂﬂﬁ: :EHHE:
Electr. 100 x 10° ops °, 124{// /{?IV :LV ?Jm' -
Changeover contacts AgNi0.15 1TI=600ms : :
Output Indication (R ) Red LED
GENERAL
kb - EMPTY (DW] or FILL (UP] FUNCTIONS with 2 pr‘obe (short ciruite Min and Max probe)
Adjustable sensivity Kohm 2.5 to 50
Probe supply VAC 8.5 é é é :
Isolation input probe kv 3 (1.2 50us) I_* i
Number of probe n° 2-3 !
Maximum cable length mt 800 'é'é !
Working temperature °C -20 /+50 &8 !
Storage temperature °C -30/+70 ] !
Electrical Insulation kV 4 Zi { /J,
Overvoltage Category g I Z! :ﬂﬂﬂﬂﬂﬂﬂ:
Protection degree IP 20 B %! : AI
Pollution degree - 2 . ! 'nRRRAAE
Climatic category according to IEC 60068-1 (20/050/60) %% 18 77 //I%I 167 ! :
(without condensation ) DIN 40040 (class D) = 18U 7 I/J HZ0% 2
Altitude up to m 2000 1T1=600ms
Weight g 120
Dimensions mm 98 x35.7 x64
DESCRIPTION DIMENSIONS (mm) WIRING DIAGRAM
Power Supply 24/1 15/230/400V~
A A2 (=l 50 60Hz
S @ D @D 250v~/24v—
u .......
Function Set ----- ---@ @ o
2 1 5 ’I
Sensitivity Set ----i--- (§p) &® 98 - ,_l
CABLE TYPE
Supply Indication--:-= =----Relay Indication F=N=L} o g‘;g ﬁa/btelr_‘:;?,ﬁ;,gs;(
prove- OO 000 O[] |
OOD i TS0 senehmety 25K
151618 =] | 60 35nF /sensitivity 25K
1 ‘ , Contact Relay P 20nF/ sensitivity 50K
\_) 35.7 64 Cable length is calculated using 600V 3 wire 0.75mm
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